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10,000 up to 30,000 BTU

Portable Heaters

Propane
Tank-Top Radiant

Easily move the tank-top radiant heater from one spot to another with ease. With variable 
heat controls, you will have the perfect amount of heat every time.

MH-0030-IM11

FRAME
● Heavy-duty construction
● Rust-proof chrome emitter guard
● Rear burner safety guard
● Cast aluminum manifold

HEAT OUTPUT
● Variable heat control valve
● Clean, quiet, instant radiant heat

COMPONENTS
● Standard propane tank connection
● High efficiency heat reflector
● Hand wheel valve connection
● Heat regulator knob
● Safety shut-off valve
● Match light ignition
● Requires 20-lb. LP tank (Not included)

MODEL NUMBER MH-0015-IM11 MH-0030-IM11

HEAT OUTPUT (SINGLE BURNER)*
L-10,000 / M-12,000 / 
H-15,000 BTU

L-10,000 / M-12,000 / 
H-15,000 BTU

HEAT OUTPUT (DOUBLE BURNER)* N/A
L-10,000 / M-24,000 / 
H-30,000 BTU

HEAT SETTINGS 3 6

MAX. OPERATING HOURS
(20 LB. CYLINDER)* L-43 / M-36 / H-28 hours L-43 / M-18 / H-14 hours

SWIVEL BURNER HEAD Yes Yes

DIMENSIONS (LxWxH) 8.3x7.5x12in. 17.5x7.3x12in.

SHIP WT. 3 lb. 6 lb.

NET WT. 2 lb. 5 lb.

*Heat output and operating hours have Low, Medium and High settings.
Specifications subject to change without notice. Use in accordance with any and all state or local codes,
regulations and/or ordinances. Please see heater "Owner's Manual" included with each heater for a complete 
list of important safety information. These specifications are estimates only.

       WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov.

LIMITED WARRANTY
● 1 year

CERTIFICATIONS
● CSA Certified – US and Canada
● CSA Blue Star Certified – US
● CSA Blue Flame Certified – Canada

IMPORTANT NOTES
● Not for use in residential living areas or   
 inadequately ventilated areas
● Proper ventilation required during
 operation
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